
VERSIONE IN LINE
IN LINE VERSION

DOPPIA POSIZIONE DI LAVORO
DOUBLE POSITION OF WORK

ALLESTIMENTO SPECIALE
SPECIAL VERSION

MONOTESTA CON ASSE X-Y
SINGLE HEAD WITH X-Y AXIS
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Best resistance welding solutions



Red Box

Handle touchscreen 7” - Control mode

Alimentatori dadi e viti

Nut&Bolt Feeder

Versione sparoShoot System

Pick & Place

Interchangeable tooling with GEM quick change sistem

Programmable Welding position 
Posizione di saldatura programmabile

SAFETY. The machine is supplied with on board 
fences to ensure that there is no further machine 
assembly. The loading area is protected with a 
double photoelectric cell barrier or a mobile door 
safety.      

Adjustable Welding Head with 
linear sensor to check nut presence

Integrated RWS system for bolts and nuts with an high degree of flexibility.
Each cycle produces no.2 pieces. Modular frame. Welding unit available with AC or 
MFDC technology. Automatic nut feeders which guarantee the presence and 
correct positioning on the workpiece to be welded.

Sistema integrato di saldatura a resistenza per dadi e viti con un elevato grado di 
produttività. Ogni ciclo macchina vengono prodotti nr.2 pezzi. Struttura modulare 
con generatori saldanti in AC o MFDC. Caricatori automatici che garantiscono la 
presenza e la giusta collocazione sul pezzo da assemblare.

FLEXIBILITY

USER FRIENDLY

PRODUCTIVITY

HIGH ROBOT TECNOLOGY
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